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MGA-22-800
 Flower Bag and Grape Bag
 Making Machine
花袋、葡萄袋製造機

We are a Professional Plastic Extruder and
Converting Machine Manufacturer
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Flower Bag and Grape Bag Making Machine
花袋、葡萄袋製造機MGA-22-800

Tel : +886-6-578-3420  Fax : +886-6-578-3347 E-Mail : mingjilee@mail.mingjilee.com
銘機實業股份有限公司
MING JILEE ENTERPRISE CO., LTD.

No.76-8, Ming-Ho, Ming-Ho Vil., Shan-Shang Dist., Tainan City, Taiwan (R.O.C)

1. This machine was designed especially for flower bag and grape bag. From raw material to finished 
    product. It manufactures the bag fully automatically. Not only save the cost for labor, but also raise
    the production.
2. This machine is equipped special punching mold and heat sealing device which do synchronous action 
    to ensure the size of the data bags are in uniform; the sealing line is neat and elegant, the waste ratio is     
    reduced to the minimum.
3. This machine is equipped with various precision and durable punching molds in vary low breakdown rate, 
    connecting with servo motor and digital computing unit for length control to make very precise punching 
    position. 
4. This machine is equipped high quality, high performance parts to incorporate with all kinds of control and
    monitor systems. During operation, anything unusual will automatically stop the machine in alarm to avoid 
    waste material and protect the machine.
5. The sealing equipment is in a special design which is capables of producing the data pocket in different 
    specifications and types; thus, the purpose of application covers a wide range of use.

FEATURES

1. 本機是專門為各種花袋及葡萄袋，從原料到成品，可在全自動的生產線上完

 成，節省人工成本、增加產能。

2. 本機採用特殊的打孔與鋒刀同步動作，使生產的資料袋尺寸一致，封口整齊

 美觀，廢料率降至最低。

3. 本機可選採用各種精密耐用打孔模具，其故障率非常低，並配合打孔電眼動

 作，始打孔位置非常精確不易跑位。

4. 本機採用高品質，高效率的零件，配合各種控制監視系統在運轉中有任何問

 題皆可自動停機並發出警報，可避免浪費原料並保護機台。

5. 封口設備採用特殊活動矽膠環袋設計，可使袋子規格，樣式能夠多種變化，

 用途非常廣泛。

SPECIFICATION

 www.mingjilee.com

PP、OPP

500-700 mm

0.03-0.05 mm

PP 20-40 pcs / min

OPP 20-60 pcs / min

100 pcs  

3 HP 6 Servo Motor + Inverter 

3 HP 6 伺服馬達 + 變頻器 

6.5 kw

7360 (L) × 1750 (W) × 2180 (H) mm

3630 kg

4200 kg

Feed Material / 使用原料 

Size Range / 有效剪裁

Film Thickness / 封切厚度

Production Per Min / 每分鐘產量

Parcel Limit / 最大定本張數

Motor / 動力

Power Requirement / 全台備電

Machine Dimensions / 機械規格

Net Weight / 機械重量

Gross Weight / 裝箱毛重
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250-450 mm Round Holes Punching

75-250 mm Heat Dotting
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